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May 26, 2006

Mr. J. Wick Havens

Chief, Division of Air Resource Management
Bureau of Air Quality

PO Box 8468

Harrisburg, PA 17105-8468
jhavens(@state.pa.us

RE:  Various Ozone Transport Region Measures under
Consideration by the OTC and MANE-VU

Dear Mr. Havens:

These comments are in response to the April 28, 2006 PA Bulletin Notice, 36 Pa.B.2071 entitled
Various Ozone Transport Region Measures under Consideration by the Ozone Transport
Commissions and the Mid-Atlantic/Northeast Visibility Union; Public Meetings. That notice
requested public comments and our comments are specifically for the limekiln category
candidate control measures to reduce emissions from the 16 categories listed. LWB Refractories
appreciates the opportunity to submit comments.

The current proposal for limekilns dated 3 May 20006 specifies a control strategy to utilize good
combustion practices to reduce NOx. This has already been implemented in limekilns to comply
with RACT standards in the mid 1990s. This has also been the BACT determinations for new
limekilns as confirmed by the recent NSR/PSD applications approved by EPA and the respective
states since 1994. In all cases post combustion control technologies were determined not to be
cost effective or technologically feasible for limekilns.

The current information provided for the limekilns is not completely clear. At the public
meeting I attended on 22 May 2006 in Harrisburg, the meeting handout, Status Summary for
OTC Reasonable Control Measure Analysis dated for Feb 22-23 Special Meeting included
SNCR for lime kilns at less than $2,000 per ton of NOx removed. The current OTC candidate
control strategy also in the handout and is in the attached CONTROL MEASURE SUMMARY
FOR Lime kilns dated 3 May 2006 specifies Good Combustion Practices and kiln operation for a
control cost of less than $2,000 per ton. These practices have already been implemented and
there is very little if any potential additional NOx reductions resulting from any additional
measures. We question the basis of the $2,000 per ton cost used in the proposal.
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